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Full Electric Refrigeration Unit （DC12V-96V）

 Model B-100C B-100 B-150 B-150C
Structural Pattern Integrated unit -18℃ ~ +25℃ -5℃ ~ +25℃ 

Cooling capacity (0℃） 600～1000W 500～1000W 2000W
1700W

Cool capacity（-18℃） 300～500W 300～800W 950W
Compressor YQ25D48 (25cc/r) YQ25D48 (25cc/r) DC,25cc/r DC,25cc/r

Condenser Dimensions 700×600×215mm 700×600×215mm 865x660x210 mm 865x660x210 mm
Evaporator Dimensions Integrated together with condenser 610×550×175mm 610×550×175mm

Refrigerant R134a 0.5～0.6 Kg R404a 0.5～0.6 Kg R404a ,0.8-0.9kg R134a,0.9-1.0KG
 Volatage Full electric refrigeration units,DC12V-DC72V are optional

Application (m3) ≤ 2（0℃） ≤ 1.5（-18℃） 1-2m³（＜10℃） 3-4m³（＞0℃）

Note：If your van is above 5-15m5 vargo box,we can customized the full electric unit accordinglyHE
NA
N 
KI
NG
CL
IM
A 
IN
DU
ST
RY
 C
O.
,L
TD
.



Van Refrigeration Units -Direcet engine drive

Model V-200C V-300C V-200 V-300 V-350 V-360
Temperature Range In Container -5℃ ~ +15℃ -18℃ ~ +30℃ / -0.4℉ ~ +86℉

-18℃ ~ +30℃ / -0.4℉ ~ +86℉Cooling 
Capacity

0℃ 1700W 2700w 2000W 3020W 3350W 3350
-20℃ / / 1110W 1600W 1730 1750

Driven Model Direct Vehicle Engine Driven
Voltage DC (V) DC12V/24V

Refrigerant R134a R134a R404a R404a R404a R404a
Refrigerant Charge 0.8Kg ~ 0.9Kg 1.3Kg ~ 1.4Kg 0.8Kg ~ 0.9Kg 1.3Kg ~ 1.4Kg 1.3Kg ~ 1.4Kg 1.3Kg ~ 1.4Kg

Safety Protect High and low pressure switch
Defrosting Opentional Hot gas defrost (CPR)

Compressor Model 5S11(108CC/r) 5S14(138CC/r) 5S11(108CC/r) 5S14(138CC/r) TM13(131CC/r) 5S14(138CC/r)

Condenser
Coil Aluminum micro-channel parallel flow coils
Fan 1 Axial Fan 2 Axial Fan 1 Axial Fan 2 Axial Fan 2 Axial Fan 2 Axial Fan

Dimensions 700×700×190 880×865×210 700×700×190 800×865×210 950×820×120 1060×720×230

Evaporator
Coil Aluminum foil with internal ridge copper tube
Fan 1Axial Fans 2Axial Fans 1 Axial Fans 2 Axial Fans 1Axial Fans

Dimensions 610×550×175 850×550×175 610×550×175 850×550×175 mm 670×590×144 1010×670×230
Box 

Volume(m³)
0℃ 7m³ 15m³ 7m³ -11m³ 10m³ -16m³ 6-9m³ 7-10m³
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Truck Refrigeration Units—Direct Engine Driven

Model K-260 K-360 K-460 K-560 T-460 T-660

Temperature -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃

Cooling 
Capacity

0℃/+32℉ 2015W 2920W 3980W 4537W 4300W 5030W

   -18℃/ 0℉ 1150W 1607W 2100W 2386 W 2250W 2530W

Compressor
Model 5S11 5S14 QP16/TM16 QP16/TM16 QP16/TM16 QP16/TM16

Displacement 108cc/r 138cc/r 162cc/r 162cc/r 163cc/r 162cc/r

Condenser Dimensions 870x520x230 870x520x230  1148×475×388 1148X475x388 1050*515*340 1180*510*410

Evaporator Dimensions 780x620x220 1010x640x230 1080×600×235 1080×600×235 1020*640*230 1130*640*230

Voltage DC12V / DC24V

Refrigerant R404a/0.8-0.9kg R404a/1.3-1.4kg R404a/ 1.5-1.6kg R404a/ 1.6-1.7kg R404a/1.7-1.8kg R404a/1.7-1.8kg

Defrosting Hot gas defrosting(Auto./Manual)

Application 6-11m³ 10~16m³ 16-22m³ 22-30m³ 16-19m³ 24-32m³
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Truck Refrigeration Units—Direct Engine Driven

Model K-660 K-680 K-780 K-880 K-980 K-1100

Applicable Temperature -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃ -18℃ ~ +20℃

 Cooling 
capacity

0℃ 5050W 6000W 7000W 8000W 9600W 10600W

‘-20℃ 2890W 3200W 3600W 4200W 5200W 5900W

Drive model non-independent engine driven

Voltage DC (V) DC24V

Compressor TM21/QP21,162cc/r TM21/QP21,214.7cc/r TM21/QP21(214.7cc/r) TM32/JS32(320 cc/r) TM32/JS32(320 cc/r) JS38(380 cc/r)

 Refrigerant R404a

Charge 1.7-1.8kg 1.7-1.8kg 2.5~2.6Kg 3.5~3.8Kg 4.0~4.2Kg 4.3~4.4Kg

Temperature adjustment  Electronic digital display

 Safety protect High and low pressure switch

Defrosting Hot gas defrost

Dimensions 
(mm)

Evaporator 1475×650×246 1475×650×246 1475×650×246 1715×530×305 1900×590×300 1900×550×306

Condenser 1360X530x365 1360X530x365 1600×625×605 1600×625×605 1630×510×304 1780×298×384

Box volume(m3) 24-32m³ 28-35m³ 35-40m³ 42-48m³ 50 -60m³ 52-62m³

HE
NA
N 
KI
NG
CL
IM
A 
IN
DU
ST
RY
 C
O.
,L
TD
.



Integrated Electric Standby Truck Refrigeration Units

Model K-260RS K-360RS K-260S K-360S K-560S

Unit installation mode -20℃~+25℃ -20℃~+25℃ -20℃~+25℃ -20℃~+25℃ -20℃~+25℃

2050W（0℃） 3070W（0℃） 2050W（0℃） 2950W（0℃） 4350W（0℃）

Road Mode Cooling capacity 1150W（-18℃） 1560W（-18℃） 1080W（-18℃） 1600W（-18℃） 2200W（-18℃）

1950W（0℃） 2850W（0℃） 1980W（0℃） 2900W（0℃） 4000W（0℃）

Standby Mode Cooling capacity 1020W（-18℃） 1590W（-18℃） 1020W（-18℃） 1550W（-18℃） 2150W（-18℃）

5（-18℃） 12（-18℃） 9m(0℃) 16m3( 0℃) 22m3( 0℃)

Volume of container 10（0℃） 16（0℃） 6m3(-18℃) 12m3(-18℃) 16m3(-18℃)

Unit Voltage DC12/24V DC12/24V
DC12V(25A) 
DC24V(13A)

DC12V(38A) 
DC24V(22A)

DC12V(51A) 
DC24V(30A)

 Refrigerant R404a 1.0~1.1Kg R404a 1.3~1.4Kg R404A    1.1~1.2Kg R404A    1.5~1.6Kg R404A    2.0~2.2Kg

 Dimension 
(mm)

Evaporator 610×550×175 850×550×175 610×550×175mm 850×550×170mm 1016×655×230mm

Condenser 1000×850×234 1000×850×234 1360×530×365mm 1360×530×365mm 1600×650×605mm

 Standby Voltage AC220V 50HZ（1 
P）

AC220V 50HZ（1 P） AC220V 50HZ（1 P） AC220V 50HZ（1 P） AC220V 50HZ（1 P）HE
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Diesel Truck Refrigeration Units 

Model Super 600 Super 800 Super 1000 Super 1200 Super-1000U Super-1200U
Driven Model Diesel Engine Driven  (MONO-BLOCK UNIT) 

TEMP. Range -18℃~+30℃ -18℃~+30℃ -18℃~+30℃ -18℃~+30℃ -18℃~+30℃ -18℃~+30℃

Box application 15-30m³ 25~35m³ 35-55m³ 50-60m³ 35-50m³ 40-60m³

Cooling capacity Temperature Watt Watt Watt Watt Watt Watt

Ambient temperature

Road
0℃ 5280 6950 8250 11210 7785 10800

-18℃ 2910 3860 5185 6785 5015 8450

Standby
0℃ 4560 6210 6820 8500 6430 9710

-18℃ 2510 3200 4485 6100 4225 5750

Airflow Volume 2350m³/h 2350m³/h 2580m³/h 3420m³/h 3450m³/h 3860m³/h 

TEMP. Control Digital Controller in Cab

Compressor Displacement 233cc 233cc 233cc 560cc 233cc 560cc

Refrigerant R404a R404a R404a R404a R404a R404a

CHARGE VOL. 4.5Kg 4.5Kg 4.5Kg 4.5Kg 4.5Kg 4.5Kg

Heating Hot Gas Heating; Standard

Electric standby 220V/240V/380V/400V 3Phse 50Hz or 60Hz

Condenser Size 1795*795*560m
m

1825*860*630m
m

1825*860*630mm 1915×950×690mm 1850×730×600mm 1980×750×600mm

Evaporator opening 1245*310 (mm) 1245*310 (mm) 1245×350mm 1245*350 (mm) 1500*760*240 
(mm)

2200*760*240 
(mm)Weight 395Kg 432Kg 475kg 634Kg 375kg 515Kg 
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Refrigeration units and box for Travel Trailers

Model K-8ft/K-10ft/K-12ft
Refrigerant R134a Btu/hr Watts
Refrigerating capacity 0℃ 7064 2070

-20℃ 3863 1132
Refrigerant R404a
Compressor Brand :EMBRACO

Lubricating oil:ISO22 450mlRefrigerant charge(kg) 0.7
Defrosting Hot gas
External dimensions(mm) 900X870X450
Total current consumption AC220V/50Hz 7A

AC115V/60Hz  13.5AWeight(kg) 120kg

Trailer reefer
works with 115V regular power source, box temp to -5℃ 
works with 230V regular power source, box temp to -20℃

Trailer chassis

Axle type:E-Z Lube 5200LB Drop Axle Suspension - Torsion with single axle
Brake Options:No Brakes Request 
Wheels Tire Size 15" 
 Wiring :7 Way RV
Hitch:Adjustable by bolts (Ball Size 2")
Full galvanized chassis

Trailer box

Full EC approved road lights
Anodised aluminum extrusions, stainless steel fixings/hinges etc.
Stainless steel fittings
80mm insulated panels (including floor)
Non slip granular floor
Draining point/skirting board7.Lockable rear door with internal emergency release
Interior light
Lockable coupling
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K-2000 self powered trailer refrigeration unit 
Model:

K-2000 
(For cooling and heating up to 13.7 meter length semi trailers)

Operating Voltage: DC12V

Condenser Section Dimensions : 1945×2270×592mm

Evaporator Housing Dimensions: 1685×1150×204mm

Required Front Wall Opening: 1696×1168mm

Weight：

Unit (engine drive only, no standby): 818kg 

Battery: 25kg

Aluminum Fuel Tank(180L): 12.8kg 

Cooling 
capacity:

Return Air to Evaporator/ Ambient Engine Mode @ 1800 RPM

0℃ / 30℃ 19,500W

-20℃/ 30℃ 10,900W

Compressor:

High quality German 4 cylinder Bock.

Displacement 650cc.

Single unloader valves for capacity control via uP controller. (Dual unloader is optional)

Original Shibaura-Perkins diesel engine, especially modified for rugged and economical transport 
refrigeration application.High performance and fuel efficient 2.2 litre displacement 4 cylinder diesel engine (2212cc or 
135in3)
Power 25.8kW @ 1900 Engine RPM

14.6L lubricating oil

Intelligent control system:

Engine low oil pressure switch protection

Engine high coolant temperature switch protection

Engine rotational speed RPM protection

Exhaust gas temperature protection;System High Pressure protection;

System Low Pressure protection;System 12VDC voltage protection

System 12VDC electric current monitoring and protection

Fuel heating devices,Door switch,System HP/LP real-time monitoring
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                   Mobile cold box/trasfer cool box used for Van ,tricycle and truck

Product Name: Refrigertaion Insulation panels or body box 
Material Name: FRP ,CFRT Duo Ming Material + PU Polyurethane Foam
Size: customized

Application : Van ,pickup,tricycle,truck ,trailer
Outer box size  customized
Box body size customized
Back Door size  customized
Side door size  customized

Inner plate FRP ,stainless steel,color steel
foaming material Polyurethane

Foaming thickness 75mm-100mm
Edging Aluminum alloy edging

Door lock 304 Stainless steel door lock
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